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CONSTRUCTION PLAN GENERAL NOTES: |
A. NOTIFY PROJECT MANAGER IMMEDIATELY IF ANY CONDITIONS CONFLICT WITH |
|

|

THE CONSTRUCTION DOCUMENTS.

REFER TO STRUCTURAL DRAWINGS PRIOR TO CONSTRUCTION TO VERIFY

LOCATION OF NEW STRUCTURAL ELEMENTS INCLUDING BUT NOT LIMITED TO

WALLS, FLOOR SLABS, STAIRS.

C. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL ‘
INFORMATION REGARDING ITEMS PENETRATING FLOORS, WALLS AND CEILINGS. |

D. COORDINATE EXACT LOCATIONS OF LIGHT FIXTURES, ACCESS PANELS,

SPRINKLER HEADS, HVAC DUCTS, CEILING REGISTERS AND ANY ADDITIONAL ‘
CEILING-MOUNTED ITEMS WITH MECHANICAL AND ELECTRICAL CONTRACTORS

AND PROJECT MANAGER. NOTIFY PROJECT MANAGER PROMPTLY IF ANY \
LOCATIONS CONFLICT WITH ARCHITECTURAL REFLECTED CEILING PLANS.

E. CONTRACTORS AND SUB-CONTRACTORS OF EACH TRADE SHALL BE |
RESPONSIBLE FOR INCLUDING WORK ASSOCIATED WITH FIRE PROTECTION OF |
ALL SPECIFIC TRADE RELATED PENETRATIONS THROUGH RATED WALLS AND
FLOOR/CEILING ASSEMBLIES. FIRE SAFING RELATED TO PENETRATIONS BY EACH \
TRADE SHALL BE PERFORMED BY INDIVIDUALS EXPERIENCED WITH INSTALLING
U.L. RATED PENETRATION ASSEMBLIES. |

F. COORDINATE MOUNTING HEIGHTS AND LOCATIONS OF ALL EQUIPMENT AND
FIXTURES BETWEEN ALL TRADES. REFER TO TYPICAL MOUNTING HEIGHTS IN |
THESE DOCUMENTS AND TO APPLICABLE CODES AND GUIDELINES FOR PROPER |
MOUNTING HEIGHTS OF ALL SPECIFIED ITEMS. IF CONFLICTS BETWEEN
INSTALLATION OF ITEMS ARISE, NOTIFY PROJECT MANAGER IMMEDIATELY FOR |
DIRECTION PRIOR TO INSTALLING ITEMS.

G. ALL NEW INTERIOR WALLS TO BE TYPE 1 UNLESS OTHERWISE NOTED. |

H. FULLY INFILL HOLES REMAINING IN CONCRETE/MASONRY WALLS AND CEILING
FROM REMOVED PIPING, CONDUIT AND/OR FASTENERS, THERMOSTATS AND |
ELECTRICAL SWITCHES; MAINTAIN RATINGS. PAINT TO MATCH EXISTING IF WALL ‘
IS PREVIOUSLY PAINTED AND FINISH SCHEDULE DOES NOT CALL FOR A FINISH.
COORDINATE WITH ELECTRICAL, MECHANICAL AND PLUMBING DEMOLITION |
DRAWINGS. FIRE STOP ALL PENETRATIONS THROUGH THE SLAB.

I.  PROVIDE AND INSTALL NEW WALL BASE TO ALL NEW AND EXISTING WALLS. SEE

IOWA CITY VA HEALTH CARE SYSTEM
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| i EQUIPMENT | | = ‘ ’ HUMAN SPACES. COORDINATE WITH PHASING, DEMOLITION AND CONSTRUCTION PLANS |
| il ROOM l | RESOURCES 5 FOR TIMING AND PLACEMENT. |
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© s ; ” 1 | o) STRUCTURE TO MATCH FINISHES. |
= o 4. PATCH AND PREPARE OPENING TO RECEIVE NEW DOOR AND FRAME ASSEMBLY.
SEE FLOOR PLAN FOR LOCATION AND DOOR SCHEDULE FOR SIZE. |
D . — : T 1 . ; — = = = {1 = = I+ = = = = . 5. REINSTALL LIGHTING AND CEILING MOUNTED ITEMS IN PREVIOUS LOCATIONS.
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4 1003 \ 21. INSTALL SEMI-RECESSED FIRE EXTINGUISHER CABINET TO MANUFACTURER'S |
" K \ SPECIFICATIONS. SEE TYPICAL MOUNTING HEIGHTS.
5 314" ' " " 1'-4 1/8" _on \
i 20 1/2 9 - 1-9 — 22. INSTALL FULLY-RECESSED FIRE EXTINGUISHER CABINET INTO CMU WALL TO |
T | | | | MANUFACTURER'S SPECIFICATIONS. SEE TYPICAL MOUNTING HEIGHTS.
. i 23. INSTALL CARD READER. MOUNTING HEIGHT AT CENTER OF DEVICE TO BE 39" ABOVE |
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‘ % J 31. NOT USED.
1A %, d 32. 8" DIA. X 42" TALL CONCRETE FILLED STEEL PIPE BOLLARD.
] a W / 2 ] 33. WALL TO BE CONSTRUCTED TO 3-6" TALL.
iy ® : 3 N 34. INFILL ABOVE WITH STUD WALL CONSTRUCTION TO BOTTOM OF STRUCTURE. SEE 2-
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< - SPECIFICATIONS. SEE TYPICAL MOUNTING HEIGHTS.
i S L 36. NOT USED.
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I & WAITING/ 7 3 Z PENETRATIONS. FIRE CAULK AT RATED WALL ASSEMBLIES. REFER TO FIRE CODE
HUMAN A Fg’l\li?NETR 2-A24 2-A24 5 / | PLANS.
e 4 3 RESOURCES @j . -Al = ‘, LEGEND:
. il [ 114 | > N [ 113 ] 1 |
@ 3 - it )/—@ /:\ 7 4 . = ( ) ELECTRICAL RECEIVING - EXISTING STRUCTURE TO
- X e T - J Y - - - L= - - F -
i ! 14D 2-A25 111 172" ) Rm = — — = 1 — _ _ _ — 1C04A 1C04 REMAIN
T\ L_. A 102" 10-5" 101" 8.9 1/2" 125" i FFéKpGL T ‘i _IREFIREF. MEETING | TEMPORARY DUST PARTITION,
' e y A 1 M M 7/ 7 7~ { COORDINATE WITH PHASING =~ ABD
] A AN 1 112 ] 1 |= ROOM
&114CQ £ 114B i@ 114A B = . || = BREAKROOM| 3 7 | AND OWNER. WALL TYPES 14-16
] FICE, 5 2 . 117 ) S 114H @)
i % AL10B | chiEr OFFICE, OFFICE, OFFICE, ) o 3 i [
2 s ASST. LEAD LEAD ) ’ @. py 1| 13-21/2" 2 | 22-113/8" # WALL TYPE, SEE 2-A20
e = 5 114D CHIEF SPECIALIST SPECIALIST & 2 |
~ g Te} = -—
by 114C A 114B 114A 0 ) A = )
) ADD, & = s 5D === AT &
© 4 4 @_\?k ——-—- 4(@ A2 W | 516" 5 - 1 LAYER 5/8"
\ 4 96" © © E 5 GYPSUM BOARD
= H v P ~ [ ©
N _:OT — o ;_; ] 1 — — :L,\‘\;— f~ I ! — - . _ _ MENJS _zlo Q 'EQ . o | o - . o - 8\F/§R5/E8€\f\:/l|'E|$A?E
® Nl . Sy | SAFETY | 2 — TOWET & & 15 STUDS
~ ' " T = ; = = 7
110 TS AL ; > EQUIPMENT BT - CORRIDOR | 26" 8-11" ,
7T Nalllh | N— K |” | STORAGE LYY = N — 7
1 n 1 " 1 " L} " 1 n L} " BCSO \
510 13-8 56 411 49" | 3-10 N | | ]
: e — : . SIM 0 " .
(o N < —
386" l ALS fR— : I N | VARY ¢ ONY & g / RESOURCES |
i A | =2 2 2AT P 8 || \yaASTE® —
i - > 1
= . BR - . HOLDING 9
© 2 3) < | - : | © 107 BS13 2-A24 ,
N ~ ' ‘ = ' 4 a
2 | | | - 0 BS14 BST = — =1 — —
‘ 2 \ (1c01 , 142 A 710" 6-10" = % N
| = BCS05 / / =o — o 1
W o k_&) 1 23 = / o
! | VESTIBULE | = e ) {2 Syt /\f”\"l ) < Y 2 CORRIDOR
| | 1cq1] L1C02 | > 2 3 713 1 < N
! | - / BCS05 Q-A2 ) 2o \ 5 Y e T
® o o “ -
) - - - - - e 5 I _ o = B - ) ; - 7
I i I i\ T \7\ I >\ T TT I\ I \\ T \i /\a\ \\ I \\ 1 \/\ T TTT \Al\ T /\ I A\ T ,\\ I =‘\ I \7\ T J
j j N— -
. _
A T A . BID ITEM 5 (DEDUCT KEY PLAN
\2A3) \2A3) Q " ALTERNATE 4) - REMOVE NOT TO SCALE
: ® ® o
@ — LIQUID NITROGEN
2-A32 STORAGE
@ 1/ " = 1|_0|l
N =10
Drawing Title Project Title RE N OVATE AN D Date 12-05-2014 :
CONSTRUCTION O
EXPAND SPACE FOR DOCUMENTS =
| | .
SHIVEHATTERY CONSTRUCTION PLAN - FIRST PATIENT SUPPORT et ©
ARCHITECTURE+ENGINEERING FLOOR AREAS SH# 1100400 ""'J;
2834 Northgate Drive | lowa City, lowa 52245 Approved: Division Chief Building Number Checked Drawn DRAWING % 'E
319.354.3040 | fax 319.354.6921 | shive-hattery.com 2 Approver EAS S =
lowa | lllinois | Missouri I' E
Approved: Service Director Location U
ADDENDUM 1 03/06/2015 w

Revisions

Date

IOWA CITY, IOWA




